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Exhibit 2

Hawaiki Tower Flooring House Rules
Definitions and Pre-Approved Systems

The following definitions and specific products apply to and are pre-approved for
applications as pertains to this House Rule. In general the floor assemblies in this
Exhibit are pre-approved and acceptable for installation in Hawaiki Tower, providing
they are installed in strict conformance with this document and with the product
manufacturer's recommendations and providing the Owner adheres to the Zoning
restrictions noted in these House Rules.

1.

Acoustical Sealant: This is a caulking product specifically formulated and used
as a filler and sound insulator wherever there is a discontinuity in an acoustic
fioor assembly or where such assembly abuts a wall. In general, use sealants
that are recommended by the product manufacturer.

Perimeter Isolation Board: This is a filler that is placed where ever a sound
rated floor assembly abuts a wall. These products are specifically formulated
and used as a sound insulator in sound rated floor assemblies. In general, use
perimeter isolation board as recommended by the product manufacturer.

Carpet: For this specification, carpet is any floor covering made of natural or
synthetic fibers. Note that carpets must cover the entire room or space and must
not have discontinuities or hard surface borders. Also, carpets must be
permanently installed. Loose floor coverings such as area rugs and, loose
carpet tiles are not considered a “carpet” installation for this specification.

Carpet Pad: Carpet pads are any carpet underlayment made of rubberized felt,
foam rubber, sponge rubber or similar synthetic or natural material. Pads must
be installed continuously under carpets with no gaps. Provide a pad with a
minimum 40 oz. density. Glue down applications of carpet directly on the
concrete slab will not be allowed, except in Zone 2 or Zone 3 areas.

Tile Flooring: Tile floor installations include ceramic, marble, porcelain, natural
stone or similar tiles.

Wood Flooring: These are natural or synthetic wood like flooring materials.
Examples would be Pergo flooring, natural koa flooring, bamboo flooring, etc.
For the purpose of this document, cork flooring is considered to be similar to
wood flooring.



. Proprietary Sound Attenuation Products: Proprietary sound attenuation
products selected for installation by the Owner, shall be installed in strict
conformance with the manufacturer's instructions. Sound attenuation systems
shall be complete and include all padding, boards, perimeter isolation boards,
sealants, etc as specified by the product manufacturer.

. Exterior Applications: For exterior applications, the Owner shall verify that the
product installed is appropriate for exterior exposure.

. Recommendation: In general, it is recommended that the Owner install carpet
in Zone 1 areas. It is a fact that carpet along with being an economical floor
covering is also the most effective at minimizing sound transmission. If a solid
surface floor is desired in Zone 1, we recommend you consider a wood floor

installation.

10. Hard tile floor surfaces are discouraged in Zone 1 areas. It is very difficult to get

the required FIIC-55 rating with hard tile floors. Tile floor installations in Zone 1
will typically be 1-3/4 to 2-1/2” in thickness and will require you to modify your
doors and cabinet installations. In Zone 1 areas, if a hard surface floor is
desired, it is recommended to install a wood type floor.



Zone 1
Pre-Approved Floor Assemblies



EXIST. METAL STUD WALL

EXIST. GYP. BOARD

CARPET

PAD
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EXISTING 5 1/2” CONCRETE SLAB

NOTES:
A. CARPET SHALL BE INSTALLED WALL TO WALL with NO GAPS and

NO HARD BORDERS.

B. CARPET SHALL BE PERMANENTLY FIXED IN PLACE.

C. CARPET PADS SHALL BE OF RUBBER OR FOAM MATERIAL, OR SIMILAR
SYNTHETIC MATERIAL. PROVIDE A MINIMUM 40 OUNCE PAD.

ASSEMBLY Cl—1 : PRE—APPROVED FOR ZONE 1

SC: 3" = 1'-0" (CARPET INSTALLATION)

HAWAIKI TOWER FLOORING HOUSE RULES
PRE-APPROVED ZONE 1 FLOOR
ASSEMBLY I-1: IIC_- / FIIC 72

=i 05/18/2010




EXIST. METAL STUD WALL

EXIST. GYP. BOARD

HARD TILE FLOOR
1/2" THICK CEMENT BOARD
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EXISTING 5 1/2” CONCRETE SLAB

A. FLOORING SHALL BE "WALL TO WALL" with NO GAPS and

NO BORDERS.

B. PERIMETER ISOLATION BOARD and ACOUSTICAL SEALANT SHALL

BE INSTALLED at ALL ABUTTING WALLS.

ASSEMBLY Ti—1 : PRE—APPROVED FOR ZONE 1

SC: 3" = 1'=-0"

(HARD TILE FLOOR)

HAWAIKI TOWER FLOORING HOUSE RULES
PRE-APPROVED ZONE 1 FLOOR
ASSEMBLY I-4: IIC_- / FIIC 59

08/18,/2010




EXIST. METAL STUD WALL
HARD TILE FLOOR

— 1/4” THICK CEMENT BOARD
—— (2) LAYERS 3/4" PLYWOOD

EXIST. GYP. BOARD —>

u CONT. ACOUSTICAL
— o 2"x2” CONTINUOUS SEALANT
HIGH DENSITY
FIBERGLASS PADS CONT. PERIMETER
e ROLL OUT FIBERGLASS |SOLATION BOARD
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EXISTING 5 1/2" CONCRETE SLAB

NOTES:
A. FLOORING SHALL BE "WALL TO WALL” with NO GAPS and

NO BORDERS.
B. PERIMETER ISOLATION BOARD and ACOUSTICAL SEALANT SHALL

BE INSTALLED at ALL ABUTTING WALLS.

ASSEMBLY Ti—2 : PRE—APPROVED FOR ZONE 1
sc: 3" = 1-0” (HARD TILE FLOOR)

HAWAIKI TOWER FLOORING HOUSE RULES
PRE-APPROVED ZONE 1 FLOOR

ASSEMBLY I-5: IIC 62 / FIIC 55
08/18/2010




EXIST. METAL STUD
EXIST. GYP. BOARD —#} -

WOOD FLOOR (MODEL CLIQUE
BY KULTUR FLOORING)

10MM THICK (3/8") ECORE MODEL QTscu
UNDERLAYMENT (NO GLUE)

ACOUSTICAL SEALANT

PERIMETER SOUND
ISOLATION BOARD

o
& a 4 a

5 1/2” CONCRETE SLAB

NOTES:

A. FLOORING SHALL BE WALL TO WALL with NO GAPS OR BORDERS.

B. CONTINUOUS PERIMETER SOUND ISOLATION BOARD and SEALANT, PER
MANUFACTURER’S RECOMMENDATIONS, SHALL BE INSTALLED AT ALL
ABUTTING SURFACES.

C. WOOD FLOOR MAYBE NATURAL OR SYNTHETIC WOOD. FLOORING MUST
BE MODEL CLIQUE BY KULTUR FLOORING, SNAP TOGETHER T&G DESIGN
with NO GLUE and NO FASTENERS (NO SUBSTITUTIONS).

ASSEMBLY Wi1—1 : PRE—APPROVED FOR ZONE 1
SC: 3" = 1'-0"

HAWAIKI TOWER FLOORING HOUSE RULES
PRE-APPROVED ZONE 1 FLOOR

ASSEMBLY : IIC - / FIIC 56
01/31/2011




METAL STUD
GYPSUM BOARD ————| -

WOOD FLOOR

3MM THICK (1/8") ECORE MODEL QTscu
LAYER (NO GLUE)

1 THICK CERA SILENCE, 2 LAYER, COMPOSITE
UNDERLAYMENT (NO GLUE)

ACOUSTICAL SEALANT
PERIMETER SOUND

ISOLATION BOARD —\‘
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5 1/2" CONCRETE SLAB

NOTES:

A. FLOORING SHALL BE WALL TO WALL with NO GAPS OR BORDERS.

B. CONTINUOUS PERIMETER SOUND ISOLATION BOARD and SEALANT, PER
MANUFACTURER’'S RECOMMENDATIONS, SHALL BE INSTALLED AT ALL
ABUTTING SURFACES.

C. WOOD FLOOR MAYBE NATURAL OR SYNTHETIC WOOD. FLOORING MUST
BE T&G DESIGN with NO GLUE OR FASTENERS (SNAP IN PLACE).
RECOMMEND "MODEL CLIQUE BY KULTUR FLOORING".

ASSEMBLY W1—2 : PRE—APPROVED FOR ZONE 1

SC: 3" = 1’=-0"

HAWAIKI TOWER FLOORING HOUSE RULES
PRE-APPROVED ZONE 1 FLOOR
ASSEMBLY : IIC - / FIIC _55

01/31/2011




Zone 2
Pre-Approved Floor Assemblies



EXIST. METAL STUD WALL

EXIST. GYP. BOARD NE

HARD TILE FLOOR

MIN. 5MM QTscu BY ECORE

ACOUSTICAL SEALANT

PERIMETER ISOLATION BOARD

1/4"+
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EXISTING 5 1/2° CONCRETE SLAB

NOTES:

A. FLOORING SHALL BE "WALL TO WALL” with NO GAPS or BORDERS.

B. CONTINUOUS PERIMETER ISOLATION BOARD and SEALANT SHALL
BE INSTALLED PER MANUFACTURER’S RECOMMENDATIONS.

ASSEMBLY T2—-1 : PRE—APPROVED FOR ZONE 2
SC: 3" = 1'-0" (HARD TILE FLOOR)

HAWAIKI TOWER FLOORING HOUSE RULES
PRE-APPROVED ZONE 2 FLOOR

ASSEMBLY II-2: IIC_- / FIC 48
08/18/2010




EXIST. METAL STUD WALL

EXIST. GYP. BOARD o -
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EXISTING 5 1/2" CONCRETE SLAB

NOTES:

A. FLOORING SHALL BE "WALL TO WALL® with NO GAPS or BORDERS.

B. CONTINUOUS PERIMETER ISOLATION BOARD and SEALANT SHALL
BE INSTALLED PER MANUFACTURER'S RECOMMENDATIONS.

ASSEMBLY T2—-2 : PRE—APPROVED FOR ZONE 2
SC: 3" = 1'-0" (HARD TILE FLOOR)

HAWAIKI TOWER FLOORING HOUSE RULES
PRE-APPROVED ZONE 2 FLOOR

ASSEMBLY II-3: IC - / FIIC 31
S 08/18,/2010




EXIST. METAL STUD WALL

EXIST. GYP. BOARD o

HARD TIiLE FLOOR

5MM CERAZORB BY SOUNDSEAL

ACOUSTICAL SEALANT

PERIMETER ISOLATION BOARD

1/4"+

a
< " s

EXISTING 5 1/2" CONCRETE SLAB

NOTES:

A. FLOORING SHALL BE "WALL TO WALL” with NO GAPS or BORDERS.

B. CONTINUOUS PERIMETER ISOLATION BOARD and SEALANT SHALL
BE INSTALLED PER MANUFACTURER'S RECOMMENDATIONS.

ASSEMBLY T2-3 : PRE—APPROVED FOR ZONE 2
SC: 3" = 1'-0" (HARD TILE FLOOR)

HAWAIKI TOWER FLOORING HOUSE RULES
PRE-APPROVED ZONE 2 FLOOR

ASSEMBLY 114 : IIC - / FIIC _45
o 05/18,/2010




EXIST. METAL STUD WALL
EXIST. GYP. BOARD————— -

HARD TILE FLOOR

ONE INCH THICK CERA SILENCE
(2) LAYER SYSTEM

ACOUSTICAL SEALANT

PERIMETER ISOLATION BOARD
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EXISTING 5 1/2° CONCRETE SLAB

NOTES:
A. FLOORING SHALL BE "WALL TO WALL® with NO GAPS and

NO BORDERS.
B. PERIMETER ISOLATION BOARD and ACOUSTICAL SEALANT SHALL

BE INSTALLED at ALL ABUTTING WALLS.

ASSEMBLY T2—4 : PRE—APPROVED FOR ZONE 2
sC: 3" = 1'-0" (HARD TILE FLOOR)

HAWAIKI TOWER FLOORING HOUSE RULES
PRE-APPROVED ZONE 2 FLOOR
ASSEMBLY 1I-5: IIC - / FIIC _54

08/18/2010




METAL STUD
GYPSUM BOARD —»

WOOD FLOORING (MODEL CLIQUE
BY KULTUR FLOORING)

"SR” BY FOAM PRODUCTS INC. (NO GLUE)

ACOUSTICAL SEALANT

PERIMETER SOUND
ISOLATION BOARD
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5 1/2” CONCRETE SLAB

NOTES:

A. FLOORING SHALL BE WALL TO WALL with NO GAPS OR BORDERS.

B. CONTINUOUS PERIMETER SOUND ISOLATION BOARD and SEALANT, PER
MANUFACTURER’S RECOMMENDATIONS, SHALL BE INSTALLED AT ALL
ABUTTING SURFACES.

C. WOOD FLOOR MAYBE NATURAL OR SYNTHETIC WOOD. FLOORING MUST
BE MODEL CLIQUE BY KULTUR FLOORING, SNAP TOGETHER T&G DESIGN
with NO GLUE and NO FASTENERS (NO EXCEPTIONS).

ASSEMBLY W2-—1 : PRE—APPROVED FOR ZONE 2
SC: 3" = 1'-0"

HAWAIKI TOWER FLOORING HOUSE RULES
PRE-APPROVED ZONE 2 FLOOR

ASSEMBLY : IIC - / FIIC 54
01/31 /2011




METAL STUD
GYPSUM BOARD ———— | -

WOOD FLOOR

10MM THICK (3/8") ECORE MODEL QTscu
UNDERLAYMENT (NO GLUE)

ACOUSTICAL SEALANT

PERIMETER SOUND
ISOLATION BOARD

& a < 49

5 1/2" CONCRETE SLAB

NOTES:

A. FLOORING SHALL BE WALL TO WALL with NO GAPS OR BORDERS.

B. CONTINUOUS PERIMETER SOUND ISOLATION BOARD and SEALANT, PER
MANUFACTURER’'S RECOMMENDATIONS, SHALL BE INSTALLED AT ALL
ABUTTING SURFACES.

C. WOOD FLOOR MAYBE NATURAL OR SYNTHETIC WOOD. FLOORING MUST
BE T&G DESIGN with NO GLUE OR FASTENERS (SNAP IN PLACE).
RECOMMEND "MODEL CLIQUE BY KULTUR FLOORING”.

ASSEMBLY W2—2 : PRE—APPROVED FOR ZONE 2
sc: 3" = 1"-0"

HAWAIKI TOWER FLOORING HOUSE RULES
PRE-APPROVED ZONE 2 FLOOR
ASSEMBLY : IIC - / FIIC_54

01/31/2011




Assemblies Falling Below FIIC 45




5 1/2" CONCRETE SLAB

HARD TILE ON BARE CONCRETE FLOOR

SC:. 3" = 1'=0"

HAWAIKI TOWER FLOORING HOUSE RULES
PRE-APPROVED ZONE FLOOR
ASSEMBLY : IIC - / FIC 29

01/31/2011




Exhibit 3

Hawaiki Tower Flooring House Rules
Pre-Qualified List of Acoustical Consultants

The following is a list of acoustical consultants that Hawaiki Tower has pre-qualified to
conduct flooring investigations for our Association. Any testing to be done in regards to
the acoustical performance of a floor assembly for approval by the Association, shall be
done by a consultant on this list.

1) Censeo Acoustics, LLC
PO Box 1694
Kailua, Hawaii 96734
Ph: (808) 352-5888
Fax: (808) 891-2990
Todd Beiler
Email: beilertodd@gmail.com

2) D.L. Adams Associates, Ltd.
970 North Kalaheo Avenue, Suite A311
Kailua, Hawaii 96734
Ph: (808) 254-3318
Fax (808) 254-5295
Dana Dorsch:
Email: ddorsch@dlaa.com






